PLASTOPOR

TACKER PLATE / ROLL

The combined heat and sound insulation board/roll that meets all requirements
according to the EN 13163 standard

There is no need for additional work related to the installation of the insulating layer

The Woven film with self-adhesive tape on one side protects the insulating layer from
moisture and water that accumulates in the screed

There is no need for additional work with the installation of the protective film

The factory-printed laying grid for laying allows you to maintain the distancees prescribed
by the standard when laying pipes

High quality of laying and security
The performance of the insulation in a roll enables extremely fast laying on large surfaces
The version in folding panels is suitable for smaller rooms with more corners
Exceptional flexibility when laying

Easy to use
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PLASTOPOR TACKER ROLL EPS T-650

POSSIBILITY OF PRODUCTION IN PANELS DIMENSION
1000 mm X 1000 mm | 1000 mm X 2000 mm

DYNAMIC

ALU PP LAMINATION

EAN CODE THICKNESS " LENGTH WIDTH STIFENESS HEAT RESISTANCE
mm mm mm MN/m3 W/m2K

3858886909163 20 10000 1000 25 0,48
3858886909170 30 10000 1000 20 0,71
3858886909187 40 10000 1000 15 0,95
3858886909194 50 10000 1000 10 1,19

THERMAL CONDUCTIVITY MAXIMUM LOAD 6500

W/mK N/m2

RESPONSE TO FIRE/ EUROCLASS

PLASTOPOR TACKER ROLL EPS T-1000

POSSIBILITY OF PRODUCTION IN PANELS DIMENSION
1000 mm X 1000 mm | 1000 mm X 2000 mm

DYNAMIC

EAN CODE THICKNESS LENGTH WIDTH DYNAMIC || HEAT RESISTANCE
mm mm mm MN/m3 W/m2K
3858886909125 20 10000 1000 35 0,56
3858886909132 30 10000 1000 30 0,83
3858886909149 40 10000 1000 25 1,11
3858886909156 50 10000 1000 20 1,39
THERMAL CONDUCTIVITY 0036 RAATIRAILT) LOAD 10000
W/mK ! N/m2

RESPONSE TO FIRE/ EUROCLASS

PLASTOPOR TACKER ROLL EPS 100

POSSIBILITY OF PRODUCTION IN PANELS DIMENSION

1000 mm X 1000 mm | 1000 mm X 2000 mm

ALU PP LAMINATION

PP LAMINATION

EAN CODE THICKNESS LENGTH WIDTH QUANTITY/PACKAGE || HEAT RESISTANCE
mm mm mm m2 W/m2K
3858886909200 20 10000 1000 10 0,54
3858886909217 30 10000 1000 10 0,81
3858886909224 40 10000 1000 10 1,08
3858886909231 50 10000 1000 10 1,35
THERMAL CONDUCTIVITY 0,037 COMPRESSIVE STRENGTH 100
W/mK kPa
RESPONSE TO FIRE/ EUROCLASS BENDING STRENGTH 150

kPa




